
Use of the Performance Designs, Inc. “ REFERENCE LINE”  
 
 

 
 



To set the control lines (red lines) insure they run free and clear from the wing to the risers and thread through all 
the appropriate pulleys. Attach the correctly labeled “ Reference Line”   
 

 



Attach the GATED end of the plastic snap, the end with the flag, to the REAR rapid link. 
 

 



Attach the plastic snap without the gate to the upper steering lines. (These are the white lines looped 
through the red control lines.) 
 

 



Pull slight tension back on all of the lines to include the “Reference Line” and “RED control line” until 
they are straight and parallel to the ground 
 

 



Then have an assistant pull slight tension on the lower steering line (red line) to the tie off point on the 
machine.  
 

 



 Tie it off with an appropriate knot and secure excess line. 
 

 
 
 
 
 

Remove “ Reference Line”  and repeat this procedure on opposite side. When completed 
REMOVE “ REFERENCE LINE”  and place it in safe place for future use. 



Note:  the “ Reference Line”  is just that, a safe reference point to start 
adjusting your wing.  You MUST ground taxi to check control of your wing 
PRIOR to leaving the ground.  When adjusted properly the wing should be 
in neutral.  It should have little or no tail pulled down, but should start to 
turn when the steering bar is pushed. 
 

 



If you have any further questions, Please contact Performance Designs Inc.  
Phone: (386) 738-2224 or by E-mail at: support@performancedesigns.com 
 
 
Thank You 
Performance Designs, Inc. 

 
 
 
 
 
 


